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CARC . . .

hmmm. . .
i'd better go

back and check
and get a command

decision on this.

Longer CVC Cord
Need a longer cord to reach from the AN/
VIC-1 intercom junction box to your CVC
helmet? Take your choice. DH-132 helmets
with the MK-1039/G headset-microphone
use the CX-10767/GR 35-ft retractable cord,
NSN 5995-00-434-5755. DH-132A helmets
with the MK-1697/G headset-microphone
take the CX-13037 23-ft retractable cord,
NSN 5995-01-136-5973. Appendix A of CTA
50-970 is your authority for ordering.

M939 Defroster Assembly
NSN 2540-01-468-1852 gets the defroster
assembly for M939/A1/A2-series trucks. The
NSN is missing from Item 22 in Fig 551 of
TM 9-2320-272-24P-2.

Volcano OK on FMTV
Change 6 (Sep 00) to the M139 mine
dispenser’s TM 9-1095-208-10-1 has the
mounting instructions to put the Volcano
on the FMTV’s 5-ton wrecker. Mounting
instructions are on Pages 2-110.25 through
2-110.35 in -10-1.

M35A3 CTIS Air Dryer Heater
To get a replacement 24-volt CTIS air
dryer heater for the M35A3 truck, order
modification kit, NSN 2530-01-465-3170.
It contains the heater (28-volt), exhaust
shield, lubricant and installation
instructions. The heater is not available as
a separate item.

hat is the question and it’s asked often by Army maintainers.
Here are the highlights of the Army’s  painting policy that’s spelled out in DA
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• Use CARC. It’s the approved paint coating for all combat and combat
support equipment, tactical vehicles, aircraft, and essential ground sup-
port equipment and reparable containers, such as engine, transmission
and all ammunition containers.

• Repaint only when the present paint is unserviceable or when it’s not
the right color for contingency missions. Repaint when 25 percent or
more of the total painted area on the equipment is unserviceable after
review by supervisory maintenance personnel.

• Repainting for uniformity or cosmetic reasons is not allowed.

• Tactical equipment with single-color CARC will be painted with an
approved color based on contingency mission environment.

• Total repainting is done at DS, GS and depot levels where OSHA-
approved paint booth facilities are available.

• Unit-level painting with a brush or roller is limited to spot painting,
and only with CARC paint. Scratches, chips or marred surfaces found
during PMCS can also be painted to prevent corrosion.

This new guidance is effective immediately and will be included in the next
revision of AR 750-1, Army Materiel Maintenance Policy and Retail Mainte-
nance Operations.

that index sure
helped us with our

heater problem.

now if
i could only
find the nsn
for a pizza

oven.

Drip Pan and Pad
Need a new pan to catch oily drips from
the drain plugs on your combat vehicle?
Try NSN 4910-01-211-2195. It measures
36x24x1 1/2 inches. For extra protection
against accidental spills, line the drip pan
with an absorbent pad. NSN 4235-01-423-
1463 gets four 32x17-in pads that absorb
oil, but not water.

Fire Extinguisher, Bracket
If you need the 5-lb dry chemical fire
extinguisher, its bracket or both for your
M809 and M939-series 5-ton truck, here’s
the information:

Extinguisher only:
NSN 4210-01-189-6452

Bracket only:
NSN 4210-01-183-4822

Extinguisher and bracket only:
NSN 4210-01-149-1356

Extinguisher, bracket and hardware:
NSN 4210-01-220-6376


